
Cyclone C/P/S 3D Tuning Tips
A Technical Bulletin

The following is a list of procedures to
insure the maximum performance from
your C/P/S 3D Express bow.
I.  Power Cam (bottom cam)

For the initial tuning check, the draw
length module must be located in the posi-
tion #2 as indicated in figure #3.  The bow
string should be anchored in position B on
the upper Control Wheel as indicated in fig-
ure #2. Moving the bowstring anchor
may also be used to adjust for small dif-
ferences in bowstring length, and then
must be compensated for when using the
tuning chart.

Align the power cable—the split
ended cable that attaches to the top axle—
between the two (2) tuning marks on the
Power Cam as indicated in figure #1. If
the power cable passes just above the top
tuning line (viewed from the same per-
spective as figure #1), then twist the power
cable enough to line it up correctly.  

If the power cable passes just below
the bottom tuning line, then UNtwist the
power cable enough to line it up correctly.
In the event that all the twists are out of the
power cable and it still passes below the
bottom tuning line, put twists in the bow-
string and start this process over.

Power Cam
figure 1 

Note:  Cyclone 3D
For  All  Modules Use #2 B Position to Tune

II.  Control Wheel (upper wheel)

The adjustment of the control wheel affects
nock travel and influences the proper loca-
tion of the nockset.  Even an out-of-spec.
adjustment does not result in a difficult bow
to tune, but attention to the correct adjust-
ment will result in the most forgiving set-
up.  Align the control cable—the cable

that attaches directly to the upper wheel—
with the tuning marks on the Control
Wheel as indicated in  figure #2 below.
The draw length module must still be in the
same position used to check the tune of the
Power Cam (see note included with figure
#1).

The bow string must remain anchored
in the same position on the upper Control
Wheel as it was while tuning the lower
Power Cam.

If the control cable passes just above
the top tuning line (viewed from the same
perspective as figure #2), then twist the
control cable enough to line it up correctly.

If the control cable passes just below
the bottom tuning line, then UNtwist the
control cable enough to line it up correctly.
In the event that all the twists are out of the
control cable and it still passes below the
tuning line, put twists in the bowstring and
start the processes for both the Power Cam
and Control Wheel again.

Control Wheel
figure 2

III.  Draw length adjustment
Optimum stored energy and level nock

travel are maintained through out the entire
draw length range of your bow if the fol-
lowing instructions are observed.
All draw length adjustments must be
made in a press.

C/P/S Express bows use an adjustable
module system to provide a wide range of
usable draw lengths.  Each module has five
adjustments of approximately 3/8" incre-
ments giving a total 1-1/2" adjustment of
draw length.  The upper Control Wheel has
five bow string anchor positions.  This pro-
vides 3/4” of additional draw length adjust-
ment in approximately 1/8” increments.
This adjustment maintains optimum stored
energy if done in the manner described in

figure #4.
1. Adjusting the draw length within 

the range of the installed module in-
volves loosening one screw and removing
another. Loosen the button-head screw
found in the slot near the draw stop portion
of the module.  This screw is visible by
looking at the far left side of the Power
Cam pictured in figure #1.  After loosen-
ing the button-head screw, remove the
adjustment screw from the opposite side of
the Power Cam (see figure #3).  

1-5 Adjustment Screw Locations
figure 3

Increase the draw length by increasing
the gap between the module and the Cam
Base by aligning the appropriate hole with
a higher number adjustment hole as pic-
tured in figure #3.  Decrease the draw
length by decreasing the gap between the
module and the Cam Base by aligning the
appropriate module hole with a lower num-
ber adjustment hole. Insert the adjustment
screw into the desired draw length hole and
tighten completely.  Retighten the button-
head screw on the opposite side of the
Power Cam.

2. An additional draw length adjust-
ment is available by changing the bow
string’s effective length utilizing one of the
five (5) anchor positions on the Control
Wheel (fig. 2).  Each change in the anchor
position changes the draw length 1/8”..
The anchor position should only be
changed when a small adjustment of 1/8” is
required or to accompany a module adjust-
ment when any change is required over
3/8”.  
Examples of adjusting draw lengths with a
minimum of 1/8” between adjustments:

To adjust the draw length on the
Darton CPS 3D Express you should adjust
both the Power Cam module (position 1-5)
and the Control Wheel bowstring anchor
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(position A-E).  The chart in fig. 4 shows
the positions that will give the best stored
energy at a particular draw length.

The adjustments listed in figure 4 are
for a #3 module installed on a Cyclone
3D Express. The screw that anchors the
bowstring at the control wheel has a small
jam nut installed on the back side to prevent
problems in the event of a dry fire.  The
assembly must be kept tight.  

3. Adjusting the draw length by
changing modules is just as easy.  Remove 
the button-head screw found in the slot near
the draw stop portion of the module.  This
Cam Module  Control Wheel 
(1-5)     (A-E)            Draw
Location            Location         Length

(1,A) _______________ 29 1/2”
(1,B)________________29 5/8” 
(2,A)________________29 7/8”
(2,B)________________30”
(2,C)________________30 1/8”
(3,B)_______________ 30 3/8”
(3,C)_______________  30 1/2”
(3,D)________________30 5/8”
(4,C)________________30 7/8”
(4,D)_______________ 31”
(4,E)________________31 1/8”
(5,D)________________31 3/8”
(5,E)_______________ 31 1/2”

figure 4
screw is visible by looking at the far left
side of the Power Cam pictured in figure
#1. Remove the adjustment screw from the
opposite side of the cam (see figure #3).
Remove the screw that anchors the control
cable. Slide the old module out and the new
one in. Line up the appropriate module hole
with the desired adjustment hole and rein-

sert the adjustment screw.  Then from the
opposite side of the cam, reinsert the but-
ton-head screw, tighten. Reinstall the screw
to anchor the control cable. Double-check
that all screws are tight and all strings
and cables are securely seated before
removing the bow from the press.

C/P/S Express bows are shipped at the
setting used to tune each module.  Once
you’ve verified the power cam and control
wheel tune positions, you may change
modules or adjust your draw length without
any further need for adjustment.  The align-
ment of the control cable and power cable 
with the tuning marks will change slightly 
with any subsequent draw length adjust-
ments but will retain the correct tune.  It is
recommended that you record these loca-
tions at your draw length for future refer-
ence.
Included in the service package are draw
stop cushions with pressure sensitive ad-
hesive on the back surface.  These are to be
used on the draw stop (fig.1) if there is any
objectionable noise associated with the
power cable making contact with the draw
stop when full draw is reached.

Limb bolt locking set screws are includ-
ed in each riser.  They are accessed by the
limb bolt hole at the opposite side of the
limb bolt assembly.  A tee-handled wrench
is supplied that fits the set screws.  It is sug-
gested that after the limbs are adjusted per
your preference that each set screw is tight-
ened against the bottom of the limb bolt.
When you want to make additional limb

adjustments you should use the tee-wrench
to hold the set screw while you unlock the
limb bolt with a 2nd wrench.

• Necessary adjustments should not be
made in a bow press that anchors the
bow at the grip. It is important to check
that the strings and cables (especially the
cables near their anchor positions) are posi-
tioned correctly in their grooves before
reapplying tension to the bow and remov-
ing it from the press.  
• Routinely tighten the screws on the
Power cam. Regularly checking all the
moving parts of your bow is recommended.
Tightening the screws on the power cam is
particularly important.  Any loosening of
these screws may cause damage to the bow
and/or the shooter.
• Any adjustable cable guard should
be set to create minimum cable angles and
will then provide the best limb/cam bal-
ance.  
• Your C/P/S Express bows may in-
clude efficiency-enhancing nocksets on
the bowstring near the Power Cam and
the Control Wheel. These nocksets
increase the speed of your arrows while
reducing the wear and tear on your bow
when shooting light arrows.

Cyclone C/P/S 3D Express Draw Lengths  
75% AMO  -  80% eff. 

let-off modules   
Five (5) adjustments

shipped at: 

65% AMO  -   70% eff.
let-off modules

Five (5) adjustments

shipped at:

E1 Module E2 Module E3 Module                        E4 Module                 

C/P/S 3D Express                    27” - 29” 28” - 30”            29 1/2 ” - 31 1/2”               30 1/2” - 32 1/2”

adj. 2,B = 27 1/2” adj. 2,B = 28 1/2”                   adj. 2,B = 30”  adj. 2,B = 31”

C/P/S 3D Express                26 1/2” - 28 1/2” 29” - 31” 31 - 33"

adj. 2,B = 27” adj. 2,B = 29 1/2”         adj. 2,B = 31 1/2"

S1 Module S3 Module                                                                  S5 Module       
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